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Common Features
• Node ad dress set ting dip switch selectable
• 14-bit res o lu tion for volt age and cur rent set ting and

read back
• Pro gram ming and mon i tor ing ac cu racy < 0.1%

• Read back of power sup ply sta tus sig nals 
• Setting the power sup ply in Shut Down mode
• 600V galvanic iso la tion be tween Bus and Power

Sup ply 

PSC-PB   PROFIBUS Power Sup ply Con trol ler

Interface between PROFIBUS DP Bus System and a Power Supply
• PROFIBUS DP V0 stan dard
• Up to 12 Mbit/s PROFIBUS DP com mu ni ca tion

PSC-PB cardPSC-CAN card

PSC-CAN   CANopen Power Sup ply Con trol ler

Interface between CANopen Bus System and a Power Supply
• CANopen stan dard
• Up to 1Mbit/s com mu ni ca tion, baud rate dip switch selectable

Field Bus In ter faces
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Status monitoring
The fol low ing power sup ply sta tuses can be read: ACF, DCF, LIM, OT, PSOL and CC

ACF = AC Fail, DCF = DC Fail, LIM = volt age or cur rent limit reached, OT = Overtemperature, 
PSOL = Power Sink Over load, CC = Con stant Cur rent mode

Controls
The power sup ply can be set in the RSD mode

RSD = Re mote Shut Down: shuts down the out put of the power sup ply.

Ordercodes for fac tory in stalled and cal i brated in ter faces
Op tion code In ter face Com ments

ES150 - se ries Op tion P279 Profibus An a log pro gram ming con nec tor re moved
ES150 - se ries Op tion P280 CANopen An a log pro gram ming con nec tor re moved
ES030-10 Op tion P281 Profibus An a log pro gram ming con nec tor re moved
ES030-10 Op tion P282 CANopen An a log pro gram ming con nec tor re moved
SM800 - series Op tion P271 Profibus An a log pro gram ming con nec tor still avail able
SM800 - se ries Op tion P272 CANopen An a log pro gram ming con nec tor still avail able
SM1500 - se ries Op tion P273 Profibus An a log pro gram ming con nec tor still avail able
SM1500 - se ries Op tion P274 CANopen An a log pro gram ming con nec tor still avail able
SM3000 - se ries Op tion P275 Profibus An a log pro gram ming con nec tor re moved
SM3000 - se ries Op tion P276 CANopen An a log pro gram ming con nec tor re moved
SM6000 - se ries Op tion P277 Profibus An a log pro gram ming con nec tor still avail able, ex cept on SM600-10.
SM6000 - se ries Op tion P278 CANopen An a log pro gram ming con nec tor still avail able, ex cept on SM600-10.

Output voltage and current setting and read back

• 14 bit res o lu tion for set ting the out put volt age and current
• 14 bit res o lu tion for read back (mon i tor ing) of the out put volt age and cur rent
• Tc  typical15 ppm/K 
• Full scale ac cu racy < 0.1%
• Fac tory off set and full scale cal i bra tion in com bi na tion with power supply

CANopen features
• SYNC Ob ject
• Emer gency Ob ject
• Node Guard ing
• Heart beat
• Ex pe dited and Nonex pe dited SDO Trans fer

• Node ad dress range 1 - 127
• Baud rate setting range 10 kbit/s - 1 Mbit/s

PROFIBUS features
• Slave in a PROFIBUS-DP net work
• DP-V0 stan dard ac cord ing to IEC 61784 Ed. 1:2002 CPF 3/1
• PROFIBUS pro to col ac cord ing IEC 61158
• Slave ad dress range 1 - 127
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