Zapisovac teploty
USBRECO TEA
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Struény popis:

Zapisovace teploty USBRECO LCD TEA meraju a zaznamenavaju teplotu vzduchu resp.
Iného média.

ZapisovaCe umozfuju merat' 2 kanaly teploty odporovymi snima¢mi obvykle Pt1000
Namerané hodnoty su zobrazované na grafickom LCD zobrazovaci

Namerané hodnoty zapisovaC ukladaja do vlastnej pamate vo forme zaznamov.

Interval zaznamu je mozné nastavit v rozsahu 1.. az 99 minut.

Zapisovac je napajany zo zabudovaného Li-lon akumulatora.

Nabijanie zabudovaného akumulatora cez USB rozhranie alebo sietovym adaptérom
9V/300 mA

Pri poklese kapacity akumulatora pod 30% pristroj bude zobrazovat' len teploty na prvom
riadku. Pri poklese pod 20% sa display vypne ale zapisova¢ zaznamenava udaje.

Pri odpojeni snimacov teploty sa LCD vypne tym sa dramaticky uSetri akumulator, ide
pripady skladovania resp. ked' sa pristroj nepouZziva.

Kedykolvek je mozné zapisovac pripojit na PC cez rozhranie USB2.0 a programovym
vybavenim preniest zaznamy do PC.

Podporované su len platformy WINDOWS XP, 2000, NT



Technicka Specifikacia:

Rozmery:

67 X 75 x25 mm

LCD zobrazovaé

Graficky 102 x 80 bodov
rozmer aktivnej €asti: 30 x 25 mm

Akumulator:

Li-lon 750mAh

Kapacita

Cca 3mes Cinnosti na jedno nabitie

Nabijanie:

1 .Cez USB rozhranie
2. Externy adaptér 9V/300mA

Pamat’ zaznamov

8000 zaznamov
jeden zaznam predstavuje datum,Cas, teplota, vihkost

Komunikacné
rozhranie:

USB 2.0
CDC Virtual Serial ComPort

Snimace teploty:

2x Externy odporovy snimac ,
typ snimaca a rozsah je uvedeny na $titku pristroja

Dizka kabla snimaca:

Standardne 3m
max: 100m

Prvé pripojenie zapisova¢a na PC:

Zapisovac je mozné pripojit na ktorykolvek USB port.

POZOR: USB ovladac je podporovany len platformami Windows XP, 2000, NT.

Pred prvym pripojenim je nutné nainstalovat program PMICROLOG so sprievodného CD.
V opacnom pripade vzniknu problémy s inStalaciou ovladaca.

Po pripojeni zapisova€a na USB hlasi na druhom riadku LCD: USB WAIT ENUM
Vzdy po pripojeni bude zapisovac hlasit USB ENUMERATED ak je spravne pripojeny do

systému.

Doporucujeme zapisovac pripajat vzdy na rovnaky USB port, v opacnom pripade bude ovladac
pridelovat iné virtualne COM porty.




PC musi mat povolenu komunikaciu USB a zobrazi dialog:
Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

YWindows will search for current and updated zoftware by
looking an your computer, on the hardware installation C0, ar on
the "windows Update Web site [with vour permizzion).

Bead our privacy policy

Can "indows connect to Windows Update ta search for
zoftware?

) ez, thiz time only
(%) Yez, now and every time | connect a device
{3 Mo, nat thiz time

Click Mest to continue.

femt = ][ Cancel

StlaCte Next: a zobrai sa dialdg:

Found Hew Hardware Wizard

Thiz wizard helps pou install zoftware for;

IISE Device

\jl If your hardware came with an installation CD

<= or Hoppy dizk, inzert it now.

YWwhat do wou want the wizard to do’?

() Install the software automatically [Fecommended)
(%) Install from a list or zpecific lacation [Advanced)

Click Mest to continue.

¢ Back ” Meut » ][ Cancel

e
zvolte volbu Instalovat’ s adresara



Found Hew Hardware Wizard

Please choose your search and inztallation options.

%) Search for the best diver in theze lacations.

|Jze the check bores below ta limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[]5earch removable media [floppy, CO-ROM...]

Include this lozation in the zearch:

C:\Program Files\PMICROLOG 3

i1 Don't search. | will choose the driver to install.

Chooze thiz option to select the device diiver from a lizt, Windows does not guarantee that
the driver you chooze will be the best match for your hardware.

[ < Back ][ et > ][ Cancel ]

vyberte tlaCidlom Browse adresar \PMICROLOG t.j. tam kde je inStalovany program
PMICROLOG.

v

r(.Zakajte na informac¢né okno USB to UART

Please wait while the wizard installs the zoftware. ..

3 LISE to UART




Po zobrazeni dialégu:
andware Installation
] E The zoftware vou are installing for thiz hardware:
L]

LSE to LART

has not paszed "Windows Logo testing to werify its compatibiliby
with "Windows P, [Tell me why this testing is important. ]

Continuing your installation of thiz software may impair
or deztabilize the correct operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for software that has
pazzed Windows Logo testing.

[ Continue Arnypway ] [ STOF Installation l

zvolte tlagidlo POKRACOVAT

InStalacia by mala byt uspesna. V pripade, Ze instalacia skon¢i neuspesne, otvorte Ovladaci
panel:

L Device Manager =]

File  Action Wiew Help

M EHEE £ 8

_J. Mice and other pointing devices

L Madems

B& Metwork adapters

¥
¥
+ é Maonitaors
¥
+ E F‘CMCIP. adapters

Bluetcu:uth Carmmunications Pork (COM10%
g Blustooth Cormmunications Pork (COM11)
Bluetookh Communications Park (COM1Z)
Bluetn:n:nth Carnmunications Pork (COM13)
Bluetookh Communications Park (COM14)
Bluetookh Communications Park (COM1S)
Bluetu:u:uth Cammunications Pork (COMS)
Bluetookh Communications Park (COMA)
ECP Printer Port (LFT1)
Silicorn Serial Card (COML)

;,f LISE to UART (COM2)
o Processors
., sound, video and game controllers

System devices
Universal Serial Bus controllers

V polozke PORTS COM LPT hfadajte zariadenie USB to UART, otvorte

laleldWwlelaale

+
¥
¥
¥




UUSB to UART (COMZ2) Properties

General | Port Settings | Driver || Details |
Bitz per zecond: | =]
Data bits: |B vl
Farity: |N|:|ne vl
Stop bits: |‘I vl
Flow contral; |N|:une vl
[ Advanced... ] [ Restore Defaults ]
[ ] l [ Cancel ]
TlaCidlom Advanced sa zobrazi okno:
Advanced Settings for COMZ 2 %
Ilze FIFO buffers [requires 16550 compatible UART]
Select lower zettings bo cormect connection problems. _
-Ear'u:el
Select higher zettings for faster performance.
Receive Buffer: Low (1) J High[14]  [14]
Tranzmit Buffer: Law [1] J High [18]  [1E]

COK Port Mumber: | COMZ w

Zvolte volny COM Port v rozsahu 1..16.

Ak by instalacia zlyhala, prekontrolujte ¢i v adresari \windows\system32\drivers\ sa nachadza

subor usbser.sys v opacnom pripade ho nakopirujte z adresara PMICROLOG.



Spustite program PMICROLOG.
V menu Sluzby — Nastavenia programu

; x|

[ Obecné l Datal:uéza]

Fripojenie | COME ﬂ

[ Automaticky obvérat graf
[v Marimalizovat okno adajoy
[ Zobrazovat tipy

[ Fontrolovat Gas pristroja

o OF Zrugt # 3 Ddoslat

Vyberte pripojenie: COMxx COM port ktory bol uvedeny v ovladacom paneli.

Po nastaveni spravneho COM portu bude zapisovac hlasit na druhom riadku USB Connected

afpro%ram PMICROLOG musi zobrazovat datum, cas.
B

Subor  SluEby Graf  Pomoc
& I 7 £ @
Otvort Tladt  Graf Prenoz HELP  Stat | COM

Obecns l.-’-‘-.ktuélne hu:u:lnu:ut_l,l] Mizia ] F'u:udmienk_l,l] Graf ]
Cas 22 12 2005020920 Mowé zaznamy: 1
Ypr.e. 257 Mazov: |JSETH-257

Baténa: | 327 Typ: Teplota"fhkozt LCTH

V opacnom pripade nastavte spravny COM port, prekontrolujte na oviadacom paneli na ktory
COM port sa instaloval ovlada¢ USB to UART

Pred odpojenim zapisovaca od PC ukoncite program PMICRO. Ak mate viac pristrojov pred
odpojenim pristroja stlacte tlaCidlo COM pre odpojenie COM Portu. Potom pripojte iny pristroj
a znovu stlacte COM pre pripojenie.

Program sa v sekundovom intervale obracia na COM Port a po odpojeni zapisovaca operacny
systém odpoji COM port a program PMICRO “Zamrzne”.



Start misie:

Aby pristroj zaznamenaval udaje do pamate je nutné pripojit pristroj na PC a spustit’
programové vybavenie PMICRO.
Dalej je nutné odstartovat tzv . MISIU, kde sa definuje nazov misie — pristroja, interval zaznamu
a podmienky zaznamu: Nazov misie je su€asne aj nazov suboru do ktorého sa budu zaznamy
z pristroja ukladat, preto neuvadzajte znaky ?, . / \. Taktiez nedoporucujeme pouzivat

interpunkéné znamienka.

Prenos zaznamov:

Start misie [ merania

M azow mizie

Poznamk.a |
Interval zaznamu |30 ;Imlnut [v Sunchro
Paodmienky zapi{,\\'?teplnty

[ Siré =)
rena I%.E Pri sznEZID_ i‘

[ £apiz nad

Zaznamy

[w Mulowat Rolovat  |w

Odklad tarbu
[ Odloéit &tarl |

=i =
x Cancel |

o OK

L3

Po pripojeni pristroja na PC a spusteni programu PMICROLOG, program zisti z pristroja kolko
je novych zaznamov. Ak su v pristroji nové zaznamy zobrazi okno:

" zapizovadi =i nove zaznamy
%DEE': e
elate =i ich teraz preniest 7

zaznamy miaZete kedykolvek preniest Hagidlom F5

O |

Kedykolvek je mozné preniest zaznamy do PC stlaCenim tlaCidla PRENOS Zaznamov:



Graf  Pamoc
b = 7 %
lagit  Graf Frenoz HELP  Start
3hu:udn|:|t_l,ll hizia ] F'u:udmienk_l,l] [araf ]
005 22-07-55 Mowé zaznamy: 1
Mazov: [R4R0
Typ: PMICRO TH

POZOR program mézZe vypocitat poCet najnovsich zaznamov len na tom PC, kde bola spustena
misia. V pripade Ze bude pristroj pripojeny na PC, kde nikdy nebol pripojeny program bude
hlasit, Ze tento pristroj nikdy nebol na tom PC pripojeny.

V takom pripade je mozZné preniest najnovsie zaznamy tlacidlom F6, alebo z MENU Sluzby ->
Prenos zaznamov.

Program bude Ziadat kolko zaznamov sa bude prenasat. Zaznamy sa prenasaju ¢asovo od
najnovsich k najstarsim.

LCD Zobrazovac pristroja:

POZOR LCD zobrazovac je velmi citlivy na mechanické namahanie. Pad pristroja méze znicit
LCD zobrazovaC podobne ako v mobilny telefénoch.

Na prvom riadku LCD je zobrazeny datum a ¢as. Na druhom riadku vlavo je stav akumulatora
v tvare ACU = xx.

Na druhom riadku vpravo M=xxxx predstavuje poziciu kam bude zapisany dal8i zaznam. Napr.
M=0300 znamena Ze zapiSe na poziciu 300. Pristroj USBRECO TH ma kapacitu celkom 8000
zaznamov.

Na spodnom riadku LCD je zobrazeny nazov misie zapisovaca.

Kazdych 15 sekund sa zobrazuje graf nameranych teplét. Suradnica X je Casova os, a obsahuje
102 bodov. Casova os je delena v sulade s intervalom zaznamu, pri¢om jeden bod na osi
predstavuje jeen zaznam. Inymi slovami ak bude interval zaznamu 1 mindta, potom na grafe
bude celkom 102 minut zaznamu.

POZOR ihned po Starte misie sa udaje pre graf nuluju. Graf bude zobrazeny az po zapisani
prvého zaznamu.

Nabijanie akumulatora:

Zapisovac je napajany zo zabudovaného Li-lon akumulatora. Kapacita postacuje na cca 2
mesiace Cinnosti na jedno nabitie.

Akumulator sa automaticky nabija pripojenim pristroja na USB rozhranie.

Akumulator je mozné nabijat’ externym adaptérom 9V/300mA, pricom stredny vodi€ je plus pol.
Doba nabijania je zavisla od stavu akumulatora. Nabitie na 90% je mo6n0 povazovat’ za piné
nabitie.



